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THREADED MOUNTING BRACKETS

4-40 THREAD

062 (157~ == .130[33] DIA.

* 4-40
343 i+ THREAD
[8.7] .203
[5.2]
] 250 |
.250 [6.4] [6.4]
.375 [9.5]

MATERIAL:
.062 (1.57) Steel, Zinc Plate

4-40 THREAD

.062 [1.57}= =—

]7 4-40

1 [/ ReaD ~

343

[8.7] .203 éf / O
[5.2] |

250

L |-
-375 [9.5]

MATERIAL:
.062 (1.57) Steel, Zinc Plate

.250 [6.

4-40 THREAD

.047 [1.19}—+f |=—

.

1136 [3.5] DIA.
.453 4-40
[11.5] 265 THREAD
[6.8]

I |
250
187 [4.8]:!——‘J LA [6.4] -
312 [7.9]

MATERIAL:
.047 (1.19) Brass, Tin Plate

I

6-32 THREAD

032 [811 |=— 140 [3.6] DIA.

6-32
THREAD

w
<
&

—

218 [5.6]

218 [5.3];’——4 Lal.zm [7.2]}—
.375 [9.5]

MATERIAL:
.032 (.81) Brass, Nickel Plate

1 O«

[9.5]

;

6-32 THREAD

032 [81]—= j=— .14 [3.7] DIA.
6-32
420
f0.7] f THREAD 671

.250 [6.4]
d h R —
165 [4.2];1—&-——{ LA 312 [7.9] |
343 [8.7]
MATERIAL:

.032 (.81) Brass, Tin Plate

6-32 THREAD

.300

“ [7.6]

6-32 THREAD 1

¢ 340 [8.6]
.200 [5.1]

* .120 [3.1]

.200 .100 [2.5] _—J
[5.1]
.379 [9.6]

062 [1.57} = |=—

a2 THREAD
[10.5] 7
A T4
t.uz [10.51=] }=—s00 [12.71—]

562 [14.3

O

MATERIAL:

CAT. NO. 4334 1062 (1.57) Steel, Nickel Plate

6-32 THREAD

062 [1.57} =] =
T P

Jeo

2130 [3.3]_
DIA.

(2) PLS

O

| —

.213[5.6]—1:—4 ]J —=] 312 [7.9] b=
1390 [9.9

MATERIAL:
.062 (1.57 Steel, Nickel Plate

MATERIAL:
.032 (.81) Brass, Tin Plate
| 632THREAD |
062 [1.57}= |=— .165 [4.2] DIA.

6-32
328 THREAD
[8.4]
H I |
«ina [7.61F=— }=—.500 [12.71—]

500 [12.7

MATERIAL:
.062 (1.57) Steel, Tin Plate

6-32 OR 8-32 THREAD

.062 [1.57
P-‘ rﬁ .218 [5.6] RADIUS
218 .156 [4.0] DIA.
[5.6]

THREAD
['1533.:-.1 I
T —i
187 [4.3]«'»—‘-——4 | 312[7.9] |
~500 [12.7}—={
CAT. NO.| THREAD

4332 6-32 MATERIAL:
4333 8-32 .062 (1.57) Brass, Nickel Plate

[ 832THREAD |

.037 [[94]— |=—

1135 [3.5] DIA.
The #
375
] T THREAD

.234 [6.0]
234

.250 [6.4]<t—4 J — 312179 b
422 [10.7}

MATERIAL:
.037 (.94) Brass, Tin Plate

—

| 8-32THREAD |

037 [94]—] |=—

TN
1136 [3.5] _|
DIA.
T (2) PLS \O
312
781
(roe 7]
8-32 O
281 THREAD
[7.2] —

.21s[s.s]<t—4 .J —| 37509.5] b=
437 [11.1]

MATERIAL:
.037 (.94) Steel, Tin Plate
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