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TOLERANCES  
ARE ±0.5 AND

 ANGLES ARE ±3°.
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RELEASED FROM ENGINEERING 6/2/2016  
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REVISED REEL DESIGN TO USE OPEN SQUARE POCKET WITH

PART TURNED 90° STARTING WITH DATE CODE 17F

5/25/17 M.V.

SPECIFICATIONS

PARAMETERS VALUES UNIT

RATED VOLTAGE 5

Vp-p

OPERATING VOLTAGE RANGE 1 ~ 25

Vp-p

RATED CURRENT (MAX)

2.9 mA

CAPACITANCE
12,000 ± 30% pF

MINIMUM SPL @ 10 CM

73 dBA

RESONANT FREQUENCY
4,100 ± 500

Hz

OPERATING TEMPERATURE -40 ~ +80 °C

STORAGE TEMPERATURE -40 ~ +80 °C

HOUSING MATERIAL LCP

-

TERMINAL MATERIAL Sn PLATED BRASS

-

WEIGHT 0.3

grams
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NOTES:

 

1. ALL DIMENSIONS ARE IN MILLIMETERS.

 

2. SPECIFICATIONS SUBJECT TO CHANGE OR WITHDRAWL

     WITHOUT NOTICE.

 

3. THIS PART IS RoHS 2011/65/EU COMPLIANT.

 

4. 260°C MAX. REFLOW TEMPERATURE, MAX 10sec.
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