ALLIGATOR CLIPS

ALLIGATOR CLIP TEST LEADS

STANDARD ALLIGATOR CLIP

PIN 9274

¢

MINIATURE ALLIGATOR CLIP

P/N 9275

THESE MODELS AVAILABLE IN THE FOLLOWING TEST LEAD COMBINATIONS
Additional lead lengths, wire types, and custom leads available upon request.

Miniature and standard alligator leads are
offered in 22 AWG or 18 AWG PVC wire,
as well as coil cord. For coil cord, part
numbers in the 200°s utilize 22 AWG
(48") cord and part numbers in the 600's
utilize 20 AWG (60") cord.

PLEASE SPECIFY LENGTH IN INCHES
WHEN ORDERING

Ordering information:

Standard lengths include:

COLOR CHART

3" 8cm 24" 60cm glrzf/tn ;Lien

6" 15cm 36" 90cm Red Violet

12" 30cm | 48" 120cm O(:ange G'r‘;;

18 45cm 60 1.50cm Yellow | White
48"(22 AWG) or 60" (20 AWG) Coil Cord

Test leads available

in the above colors.

PART NO. - WIRE LENGTH - COLOR (Example: 284-12-RED)

SETS & CUSTOM COLOR
Standard Sets:
R/B = 1red, 1 black
S =1 each of 10 colors
S(color)= 10 of one color
S14 = Set of 10 solid, 4 kilo color*
S16 = Set of 10 solid, 6 kilo color*
(Ex. 284-12-S or 284-12-R/B)

Muti-color Unit:
*See Kilo-Color Info on inside back
cover.

ALLIGATOR CLIP TO STANDARD ALLIGATOR CLIP JUMPER

Gator Model Wire Guage Part Number
Standard 22 AWG PVC | 284-(length)-(color)
Standard 18 AWG PVC | 684-(length)-(color)
Miniature | 22 AWG PVC | 284M-(length)-(color)
Miniature 18 AWG PVC | 684M-(length)-(color)

Coil cord, add C after part no. (Ex. 284MC)

ALLIGATOR CLIP: See selected gator model.

ALLIGATOR CLIP TO LEAD ONLY . . . NO INTERFACE

Gator Model Wire Guage Part Number
Standard 22 AWG PVC | 293-(length)-(color)
Standard 18 AWG PVC | 693-(length)-(color)
Miniature | 22 AWG PVC | 293M-(length)-(color)
Miniature | 18 AWG PVC | 693M-(length)-(color)

—_

q f

Coil cord, add C after part no. (Ex. 6930C)

ALLIGATOR CLIP: See selected gator model.

ALLIGATOR CLIP TO STANDARD BANANA PLUG

Gator Model | Wire Guage Part Number
Standard 22 AWG PVC | 280-(length)-(color)
Standard 18 AWG PVC | 680-(length)-(color)
Miniature | 22 AWG PVC | 280M-(length)-(color)
Miniature 18 AWG PVC | 680M-(length)-(color)

—_

q f

Coil cord, add C after part no. (Ex. 280C)

ALLIGATOR CLIP: See selected gator model.
STANDARD BANANA PLUG: See Part No. 9202.

C p=

ALLIGATOR CLIP TO STANDARD STACKING BANANA PLUG

Gator Model Wire Guage Part Number
Standard 22 AWG PVC | 281-(length)-(color)
Standard 18 AWG PVC | 681-(length)-(color)
Miniature 22 AWG PVC | 281M-(length)-(color)
Miniature 18 AWG PVC | 681M-(length)-(color)

—_

COIL CORD & 600 SERIES D]J::

200 SERIES

q f

Coil cord, add C after part no. (Ex. 681MC)

Part No. 9260.

www.e-z-hook.com
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ALLIGATOR CLIP: See selected gator model.
STACKING STANDARD BANANA PLUG: Test lead 281 uses Part No. 9203. Test lead 681 uses
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