A Product Line of
Diodes Incorporated

FZT493A
60V NPN MEDIUM POWER HIGH GAIN TRANSISTOR IN SOT223

Features Mechanical Data
X  BVceo > 60V x Case: SOT223
x  Ic = 1A High Continuous Collector Current x Case Materiat MROGHG 30 DYV Wihl#ing:Cantpouiad:
X lcm = 2A Peak Pulse Current UL Flammability Rating 94V-0
x  High Gain Device > 500 at Ic =150mA X  Moisture Sensitivity: Level 1 per J-STD-020
x  Totally Lead-Free & Fully RoHS Compliant (Notes 1 & 2) x  Terminals: Finish - Matte Tin Plated Leads, Solderable per
x +DORJHQ DQG $QWLPRQ\ )UHH 3*UHHQ’ MIL-STD-202, Method 208
X  Qualified to AEC-Q101 Standards for High Reliability X  Weight: 0.112 grams (Approximate)
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Product Marking Reel size (inches) Tape width (mm) Quantity per reel
FZT493ATA FZT493A 7 12mm 1,000

Notes: 1. No purposely added lead. Fully EU Directive 2002/95/EC (RoHS) & 2011/65/EU (RoHS 2) compliant.
2. See http://lwww.diodes.com/quality/lead_free.html formore LQIRUPDWLRQ DERXW 'LRGHV s@ffHRlogemdndANtey Ve &§"Bide@'L WL R Q
and Lead-Free.
3. +DORJHQ DQG $QWLPRQ\ IUHH *UHHQ  SURGXFWV DUH GHILQHG DV WKRVH ZKLFKaFB Q@®W)andQ SSP E
<1000ppm antimony compounds.
4. For packaging details, go to our website at http://www.diodes.com/products/packages.html.

Marking Information

SOT223
FZT 493A = Product Type Marking Code
FZT YWW = Date Code Marking
493A Y or Y = Last Digit of Year (ex: 5= 2015)
WW or WW = Week Code (01~53)
FZT493A lof7 March 2015
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