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TRT INTERFACE
PER MIL-STD-348

FIGURE 202-2

TABLE 1

MILITARY
PART NO.

MILITARY
CABLE NO.

TROMPETER
MODEL NO.

ASSEMBLE
PER NSN

M49142/09-0001 M17/134-00001
M17/134-00003 3-0333-7 TAI-189 5935015224954

M49142/09-0002 M17/134-00002
M17/134-00004 3-0333-7 TAI-189 5935015966169

M49142/09-0006 M17/176-00002 3-0333-47 TAI-102 5935013941450

M49142/09-0007 M17/176-RG307 3-0333-41A TAI-250 -

M49142/09-0009 M17/177-00001 3-0333-60 TAI-189 -

M49142/09-0012 M24643/33-01UN 3-0333-9A TAI-184 -

O .510
.505

.221

.218

RECOMMENDED
PANEL CUTOUT

NOTES: UNLESS OTHERWISE SPECIFIED.

  1.  MATERIAL & FINISH:
     1.1  BODY, CONE, CLAMP NUT & INSERT: SILVER PLATED BRASS
     1.2  INSULATER: PTFE (TEFLON)
     1.3  INTERMEDIATE CONTACT: GOLD PLATED BRASS
     1.4  DIELECTRIC: PTFE (TEFLON)
     1.5  CENTER CONTACT: GOLD PLATED BERYLLIUM COPPER
     1.6  GASKET: SILICONE RUBBER
     1.7  MOUNTING HARDWARE: SILVER PLATED BRASS ALLOY

  2.  ELECTRICAL:
     2.1  FREQUENCY (MAX): 500 MHz
     2.2  IMPEDANCE: NON-CONSTANT

  3.  PANEL THICKNESS (MAX): .160

  4.  PANEL NUT TORQUE (MAX): 35 IN LBS


