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HGTG20N60B3D/D

UFS Series N-Channel IGBT
with Anti-Parallel Hyperfast
Diode
40 A, 600 V

HGTG20N60B3D

The HGTG20N60B3D is a MOS gated high voltage switching
device combining the best features of MOSFETs and bipolar
transistors. The device has the high input impedance of a MOSFET
and the low on�ïstate conduction loss of a bipolar transistor. The much
lower on�ïstate voltage drop varies only moderately between 25°C and
150°C. The diode used in anti�ïparallel with the IGBT is the
RHRP3060.

The IGBT is ideal for many high voltage switching applications
operating at moderate frequencies where low conduction losses are
essential.

Formerly developmental type TA49016.

Features

€ 40 A, 600 V at TC = 25°C
€ Typical Fall Time 140 ns at 150°C
€ Short Circuit Rated
€ Low Conduction Loss
€ Hyperfast Anti�ïParallel Diode
€ This is a Pb�ïFree Device

www. onsemi.com

MARKING DIAGRAM

See detailed ordering and shipping information on page 7 of
this data sheet.
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ABSOLUTE MAXIMUM RATINGS (TC = 25°C unless otherwise specified)

Parameter Symbol HGTG20N60B3D Unit

 Collector to Emitter Voltage BVCES 600 V

 Collector to Gate Voltage, RGE = 1 M� BVCGR 600 V

 Collector Current Continuous
 At TC = 25°C
 At TC = 110°C

IC25
IC110

40
20

A
A

 Average Diode Forward Current at 110°C I(AVG) 20 A

 Collector Current Pulsed (Note 1) ICM 160 A

 Gate to Emitter Voltage Continuous VGES ±20 V

 Gate to Emitter Voltage Pulsed VGEM ±30 V

 Switching Safe Operating Area at TC = 150°C SSOA 30 A at 600 V

 Power Dissipation Total at TC = 25°C PD 165 W

 Power Dissipation Derating TC > 25°C 1.32 W/°C

 Operating and Storage Junction Temperature Range TJ, TSTG �ï40 to 150 °C

 Maximum Lead Temperature for Soldering TL 260 °C

 Short Circuit Withstand Time (Note 2) at VGE = 15 V tSC 4 � s

 Short Circuit Withstand Time (Note 2) at VGE = 10 V tSC 10 � s

Stresses exceeding those listed in the Maximum Ratings table may damage the device. If any of these limits are exceeded, device functionality
should not be assumed, damage may occur and reliability may be affected.
1. Repetitive Rating: Pulse width limited by maximum junction temperature.
2. VCE = 360 V, TC =125°C, RG = 25 �

ELECTRICAL CHARACTERISTICS (TC = 25°C unless otherwise specified)  

Parameter Symbol Test Condition Min Typ Max Unit

 Collector to Emitter Breakdown Voltage BVCES  IC = 250 � A, VGE = 0 V 600 �ï �ï V

 Collector to Emitter Leakage Current ICES  VCE = BVCES  TC = 25°C �ï �ï 250 � A

 TC = 150°C �ï �ï 2.0 mA

 Collector to Emitter Saturation Voltage VCE(SAT)  IC = IC110, VGE = 15 V  TC = 25°C �ï 1.8 2.0 V

 TC = 150°C �ï 2.1 2.5 V

 Gate to Emitter Threshold Voltage VGE(TH)  IC = 250 � A, VCE = VGE 3.0 5.0 6.0 V

 Gate to Emitter Leakage Current IGES  VGE = ±20 V �ï �ï ±100 nA

 Switching SOA SSOA  TC = 150°C, VGE = 15 V,
 RG = 10 � , L = 45 � H

 VCE = 480 V 100 �ï �ï A

 VCE = 600 V 30 �ï �ï A

 Gate to Emitter Plateau Voltage VGEP  IC = IC110, VCE = 0.5 BVCES �ï 8.0 �ï V

 On�ïState Gate Charge QG(ON)  IC = IC110,
 VCE = 0.5 BVCES

 VGE = 15 V �ï 80 105 nC

 VGE = 20 V �ï 105 135 nC

 Current Turn�ïOn Delay Time td(ON)I  TC = 150°C,
 ICE = IC110,
 VCE = 0.8 BVCES,
 VGE = 15 V,
 RG =  10 � ,
 L = 100 � H

�ï 25 �ï ns

 Current Rise Time trI �ï 20 �ï ns

 Current Turn�ïOff Delay Time td(OFF)I �ï 220 275 ns

 Current Fall Time tfI �ï 140 175 ns

 Turn�ïOn Energy EON �ï 475 �ï � J

 Turn�ïOff Energy (Note 3) EOFF �ï 1050 �ï � J

 Diode Forward Voltage VEC  IEC = 20 A �ï 1.5 1.9 V

 Diode Reverse Recovery Time trr  IEC = 20 A, dIEC/dt = 100 A/� s �ï �ï 55 ns

 IEC = 1 A, dIEC/dt = 100 A/� s �ï �ï 45 ns



HGTG20N60B3D

www. onsemi.com
3

ELECTRICAL CHARACTERISTICS (TC = 25°C unless otherwise specified) (continued)

Parameter UnitMaxTypMinTest ConditionSymbol

 Thermal Resistance R� JC  IGBT �ï �ï 0.76 °C/W

 Diode �ï �ï 1.2 °C/W

Product parametric performance is indicated in the Electrical Characteristics for the listed test conditions, unless otherwise noted. Product
performance may not be indicated by the Electrical Characteristics if operated under different conditions.
3. Turn�ïOff Energy Loss (EOFF) is defined as the integral of the instantaneous power loss starting at the trailing edge of the input pulse and

ending at the point where the collector current equals zero (ICE = 0 A) The HGTG20N60B3D was tested per JEDEC standard No. 24�ï1
Method for Measurement of Power Device Turn�ïOff Switching Loss. This test method produces the true total Turn�ïOff Energy Loss. Turn�ïOn
losses include diode losses.

TYPICAL PERFORMANCE CURVES
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Figure 1. TRANSFER CHARACTERISTICS
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Figure 2. SATURATION CHARACTERISTICS

Figure 3. DC COLLECTOR CURRENT vs. CASE
TEMPERATURE

Figure 4. COLLECTOR TO EMITTER ON �ïSTATE
VOLTAGE
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TYPICAL PERFORMANCE CURVES  (continued)
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Figure 5. CAPACITANCE vs. COLLECTOR TO
EMITTER VOLTAGE

Figure 6. GATE CHARGE WAVEFORMS
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Figure 7. TURN �ïON DELAY TIME vs.
COLLECTOR TO EMITTER CURRENT

Figure 8. TURN �ïOFF DELAY TIME vs.
COLLECTOR TO EMITTER CURRENT
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Figure 9. TURN �ïON RISE TIME vs.
COLLECTOR TO EMITTER CURRENT

Figure 10. TURN �ïOFF FALL TIME vs.
COLLECTOR TO EMITTER CURRENT
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TYPICAL PERFORMANCE CURVES  (continued)
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Figure 11. TURN �ïON ENERGY LOSS vs.
COLLECTOR TO EMITTER CURRENT

Figure 12. TURN �ïOFF ENERGY LOSS vs.
COLLECTOR TO EMITTER CURRENT

Figure 13. OPERATING FREQUENCY vs.
COLLECTOR TO EMITTER CURRENT

Figure 14. SWITCHING SAFE OPERATING AREA
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Figure 15. IGBT NORMALIZED TRANSIENT THERMAL RESPONSE, JUNCTION TO CASE
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