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FINISH: NOTE 2

C. McGRATH 01-Nov-01    
  RECEPTACLE
  SHELL

O. BARTHELMES 01-Nov-01

O. BARTHELMES 14-Nov-01

I:\BODY\83-363-X AV

--                  RELEASE TO MFG. 8/10/53 1783

AT REDRAWN TO PRO-E; ADD FLATS 11/14/01 43883 CPM

AU SHEET 2 ADDED 3/13/12 49007 AAP

AV COD SHEET NOTE REVISIONS. 3/20/15 50386 JN

PART NUMBER MARKING AREA 1 MARKING AREA 2

83-363-1 AMPHENOL 74868 S0-239

83-363-2 NONE NONE

83-363-3 AMPHENOL 74868 83-798 S0-239A

NOTES:
 
1.  MARKING IN "AREA 1 & 2' SHALL BE IN THE MOLD IN .045 MIN HIGH CHARACTERS.
    MARKING SHALL BE LOCATED CENTRALLY ON EDGE OF FLANGE AS SHOWN. CHARACTERS
    TO BE FLUSH WITH SURFACE MATERIAL, BACKGROUND TO BE .010 BELOW SURFACE (SEE TABLE).
2.  UNLESS OTHERWISE SPECIFIED:
    A. HOLES, SLOTS AND DIAMETERS TO BE PARALLEL
       AND CONCENTRIC WITHIN .003 T.I.R.
    B. REMOVE ALL BURS, BREAK ALL SHARP EDGES .005 MAX.
    C. SURFACE FINISH TO BE 63 MICROINCHES MAX.
    D. ALL DIMENSIONS ARE BEFORE PLATING.
3.  PART NUMBER CONTAINING LETTER SUFFIX REQUIRES
    PLATING PER AMPHENOL SPEC 349-50560.
 

SURFACE AREA = 4.522 SQ. IN.
VOLUME = 0.117 CU. IN.
 

SECTION  A-A

.625-24UNEF-2A (AFTER PLATING)
SEE AMPHENOL SPEC. ST-300-1 FOR
AFTER PLATING DIM'S.

.005 MAX FLASH
PERMITTED ON
PARTING LINE.

16 GROOVES MUST BE ARRANGED SO
THAT �q� OF 4 RECESSES ARE
PARALLEL WITH SURFACES 'X' & 'Y'.
 

-Y-

.006 MAX RISE
OVER GATE AREA

PERMISSIBLE

MARKING AREA 1
SEE NOTE 1 & TABLE

MARKING AREA 2
SEE NOTE 1 & TABLE

SCALE  1.300

DETAIL OF GROOVES
SCALE  6.000

SECTION  B-B
SCALE  3.000
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