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				CERAMIC CAPACITORS
				 [Axial Leaded Ceramic Capacitors]
			

				
						Specifications

							Status	Discontinued 
	Capacitance	47 pF ± 5 % 
	Case Size (mm)	2.2x3.2 
	Rated Voltage	50 V 
	Q (min)	1000 at 1MHz 
	Temperature Characteristic (JIS)	CH 
	Operating Temp. Range (JIS)	-25 to +85 ℃ 
	Temperature Characteristic	0 ±60 ppm/℃ 
	Insulation Resistance (min)	10 GΩ 
	Dimension D	Max φ2.2 mm
	Dimension L	Max 3.2 mm
	Dimension d	φ0.45 ±0.05 mm
	RoHS Compliance (10 subst.)	Yes 
	REACH Compliance (223 subst.)	Yes 
	IEC62474 (Ver. D24.00) Compliance	Yes(*) 
	Soldering	Wave 
	Standard Quantity	Taping 3000pcs 
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						Features

						
						
						This widely used ceramic capacitor provides a wide capacitance
range of 1pF through 10μF in one standard size and shape

Automatic insertion related costs are lower than with radial type capacitors

Mounting pitch can be between 5mm to 26mm which could be used
as a jumper

					
	
						Main Applications

						The class 1 temperature compensating (NPO) products can be used in circuits to 
stabilize frequency and temperature characteristics.
The B, and F dielectrics are optimum for bypass capacitors
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								(*) Chlorine resulting from bisphenol A type epoxy resin exceeds 1000ppm. ; Since chlorine is not from source of the CFR / PVC or PVC copolymers, we apply "Yes" to this product by the definition of low-halogen, JS-709A.
							

							
								Please contact our sales staff when ordering or inquiring the details about products on our website.
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