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REVERSE POLARITY TNC JACK BULKHEAD
(7/16-28 UNF-2A)

REVERSE POLARITY TNC PLUG
(7/16-28 UNF-2B)

NOTE:

1. MOUNTING BRACKET MATERIAL:  .05 [1.27] THK ALUMINUM

2. PROTECTOR MATERIAL:
BODY: ALUMINUM
CONTACT: GOLD PLATED BRASS
INSULATOR: PTFE

3. PACKAGE IN ACCORDANCE WITH L-COM SPECIFICATION

4. 90V GAS TUBE, 0-3GHz

GAS TUBE

GROUNDING TERMINAL
10 AWG MAX
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REVISIONS

DESCRIPTION APPROVEDREV DATE

P. PESA 09/09/2003

09/09/03A

B

RELEASED

ECN5050: UPDATED FORMAT. ADDED MNT BRKT. ADDED NOTES. 09/28/10

AV

DFP

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

SURGE PRO 0-3GHZ RP TNC

LIGHTNING PROTECTOR

PROJECTION

UNLESS OTHERWISE SPECIFIED,

A. VAJANYI

COLOR VARIATIONS
MAY OCCUR

09/09/2003
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005


	Model
	Drawing View1
	Drawing View2
	Drawing View3


