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MEP-200A 
Highlights & Features 
¶ 2" x 4" x 1.12" low profile  

¶ Up to 22.32 W/inch3 power density 

¶ Up to 200 W output with natural convection cooling 

¶ High efficiency up to 95%  

¶ Up to 70 °C Ambient Operation 

¶ Up to 1000KHrs MTBF 

¶ 2 x MOPP Isolation 

¶ Suited for Type BF Medical Products.  

¶ Class B Conducted and Radiated EMI 

¶ IEC60601-1-2 4th Edition Immunity Compliance 
 
 

Safety Certifications 

                   
 

Model Number:                  MEP-200AǏJ BNA      

Unit Weight:                       0.21 kg (0.463 lb)  

Dimensions (W × L × H):   50.8 x 101.6 x 28.5 mm  

 (2.0 x 4.0 x 1.12 inch) 

General Description 

The MEP-200A offers 200 W output power and 3 output voltage of 12 V, 24 V and 48 V in a 2ò x 4ò footprint and low profile design is 
suitable for space-constrained applications. It supports a wide operating temperature ranging from -30°C to +70°C. Electric shock 
protection complying with 2 x MOPP, the MEP-200A offers reliable power supply for type BF medical equipment. The MEP-200A is 
certified with medical, ICT and home appliance safety approvals, including UL/ TUV/ CE/ UKCA and CB certification, as well as EMC 
approvals to EN 55032 Class B. It is applicable to type BF medical products, IT equipment and household appliances. 
 
 

Model Information  

Model Name Input Voltage Output Voltage Max Continuous Current 

MEP-200A12J BNA 90 - 264 Vac 12 Vdc 16.67 A 

           MEP-200A24J BNA 90 - 264 Vac 24 Vdc   8.34 A 

MEP-200A48J BNA 90 - 264 Vac 48 Vdc 4.17 A 

 
 

Model Numbering 

      CC Code 

MEP ï 200 A ẽ J ẽ BNA 

ME: Delta Medical  
Power Supply 

 

P: Open frame 

Max Wattage in  
Product Series 

 

   200: 200 W 

Family Code Output Voltage 
(Single Output) 

12 ï 12V 

24 ï 24V 

48 ï 48V 

Family Code  

J: JST connector 

 

 

Blank Delta Standard,  

No conformal coating 
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